Project No. 2026-002

ADDENDUM NO. 1

Dated: February 23, 2026

Plans and Specifications for Pavement Replacement — 30™ Street from WCLR to Adkins Dr. &
Akins Drive from SD Hwy 50 to Abbott Drive

Bids Due: 3:00 PM Contact Person: Bradley Moser
March 10, 2026 Civil Engineer
City Finance Officer P.O.Box 176
P.O. Box 176 Yankton, SD 57078
Yankton, SD 57078 (605) 668-5255

The original plans and specifications are hereby amended by this Addendum. Bidders shall
acknowledge receipt of this addendum by noting the addendum number and date on the space
provided on the Bid Form. Bidders who distribute these specifications to subcontractors or
suppliers are responsible for the distribution of the information contained herein to either the
subcontractor or supplier.

BraditeyCMpecn
Issued By

Bradley C. Moser, Civil Engineer

The following revisions have been made to the original contract document:

1. A lane closure will be required, on SD HWY 50, to provide safe area for crews to work.
SDDOT detail 634.47 is attached for reference.

The attached revised plan sheets 2, 12 and 18 reflect this change and need to be utilized
when figuring your bid.

An updated bid proposal, from the project specifications, is also included. This form
replaces the original document for bidding purposes.

Since this is a South Dakota highway and the lane closure will remain overnight, the 4”
temporary pavement marking will be required. The cost associated with this should be
included in the Traffic Control Miscellaneous bid item.

2. SDDOT Plate 634.25 — Lane Closure Using Stop Signs calls for temporary white and
yellow pavement markings. Neither are required for this situation.

3. The Temporary Mailbox bid item has been removed from the quantities, as other
accommodations will be utilized. This change is also reflected in the new bid proposal
form.
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BID PROPOSAL

Pavement Replacement
30™ Street from WCLR to Adkins Dr.
&
Adkins Dr. from SD Hwy 50 to Abbott Dr

Project # 2026-002

Date:

Proposal of. (hereinafter

called "BIDDER") a corporation, organized and existing under the laws of the State of

, a partnership, or an individual doing business as:

To:  City Finance Officer Proposals to be filed
City of Yankton no later than 3:00 P.M.
Yankton, South Dakota on March 10, 2026

Bidder:

The BIDDER, in compliance with your invitation to bid for this project, having examined the specifications
and related documents, being familiar with the site of the proposed work, and being familiar with all of the
conditions surrounding the proposed project, including the availability of materials and labor hereby
proposes to furnish all labor, materials, and supplies in strict accordance with the CONTRACT
DOCUMENTS, within the time set forth therein, and at the prices stated below. This price covers all
expenses incurred in performing the work required under the contract documents, of which this proposal is
a part.

The undersigned bidder does hereby declare and stipulate that each proposal is made in good faith, without
collusion or connection with any other person or persons bidding for the same work, and that it is made in
pursuance of and subject to the detailed specifications, and all other contract documents, pertaining to the
work to be done, all of which have been examined by the undersigned.

All the various phases of work enumerated in the contract documents with their individual jobs and
overhead, whether specifically mentioned, included by implication or appurtenant thereto, are to be
performed by the Contractor.

The BIDDER hereby agrees to fully complete the PROJECT by September 30, 2026. The BIDDER further
agrees that if he does not complete the project within the time period specified, to pay as liquidated
damages, the sum of $1250.00 for each working day the project exceeds the completion date as provided in
Section 15 of the GENERAL CONDITIONS.

The BIDDER agrees to perform all the work described in the CONTRACT DOCUMENTS for the
following unit prices or lump sum. (Note: BIDS shall include all applicable taxes and fees.)



Item | Description Quantity | Unit Unit Price Total Price
General
Mobilization 1| LS |$ $
Incidental 1{ LS |$ $
Traffic Control
3 | Traffic Control Signs 495 SF |8$ $
4 | Type 3 Barricade 28| EA |$ $
5 | Traffic Control Miscellaneous 1| LS |$ $
6 ;)(;E:dc Advance Warring Arrow 1l EA $ $
7 | Flagger 400| HR |$ $
Removals and Grading
8 | Saw Existing Concrete 510 LF |$ $
9 | Saw Existing Asphalt 173| LF |$ $
10 | Removal of Concrete Pavement 655| SY |$ $
11 | Removal of Asphalt Pavement 10179 | SY |$§ $
12 | Removal of Curb & Gutter 1855 LF |$ $
13 | Unclassified Excavation 11 LS |$ $
14 | Undercutting 500 CY |$ $
15 Water for Emb@kment or oz | e $ $
Granular Material
Erosion Control
16 | Topsoil 1] LS |$ $
17 | Seeding, Mulching, Fertilizer 1| I8 |8 $
18 | Vehicle Tracking Control 2| EA |$§ $
19 | Inlet Sediment Control 200 EA |[§ $
20 | Silt Fence 100 LF |$ $
21 | Geotextile Fabric 1000| Sy |§ $
Surfacing
22 | 8 PCC Pavement 9820 | SY |§ $
23 | 6” PCC Pavement 265| SY |§ $
24 | 87 PCCP Fillet Section 1646 SF $ $
25 | 8" PCC Valley Gutter 862 SF $ $
26 | Concrete Curb & Gutter (B66) 1820 LF |$ $
27 | 6” Approach Pavement 1895| SF |$ $
28 | 4” Sidewalk 1037 SF $ $
29 | 6” Sidewalk 1128 SF |$ $
30 | Aggregate Base Course 11061 SY |$ $
31 | Detectable Warning Panel 194| SF |8$ $
32 | Replace Manhole Frame and Cover 9! EA |§ $




Replace Storm Sewer Type S 4' X $ $
33 6' Frame & Cover 11| EA
34 | Remove and Reinstall Fire Hydrant 1| EA |§ $
35 | Rebuild Storm Sewer Inlet Box 2| EA |$ $
36 | 1/2" Steel Plate 2| EA |§ $
37 | Drill Bars Into Existing Pavement 1364 | EA |$ $
38 Remove and Salvage Temporary 1 LS $ $

Gravel

Total $

Bidder acknowledges receipt of the following addenda:

Date:

(Total Bid Amount Written Out)

Number:

The Bidder understands that the Owner reserves the right to reject any or all bids, to waive any
informalities in the bidding and to award the contract in the best interest of the Owner.

Respectfully submitted:

Name of Firm

Officer

Address

Federal ID No.

Telephone No.




Item |Descripti0n

| Quantity| Unit |

General
1 |Mobilization 1] Ls
2 |Incidental 1] LS
Traffic Control
3 |Traffic Control Signs 4951 SF
4 |Type 3 Barricade 28] EA
5 |Traffic Control Miscellaneous 1] LS
6 |Type C Advance Warning Arrow Board 1| EA
7 |Flagger 400 HR
Removals and Grading
8 |Saw Existing Concrete 510 LF
9 |Saw Existing Asphalt 173] LF
10 |Removal of Concrete Pavement 655 SY
11 |Removal of Asphalt Pavement 101791 SY
12 |Removal of Curb & Gutter 1855] LF
13 |Unclassified Excavation 11 LS
14 |Undercutting 5000 €Y
Water for Embankment or
B Granular Material 12| Kaal
Erosion Control
16 |Topsoil 1l LS
17 |Seeding, Mulching, Fertilizer 1l LS
18 |Vehicle Tracking Control 2] EA
19 |Inlet Sediment Control 20 EA
20 |Sil Fence 100} LF
21 |Geotextile Fabric 1000] SY
Surfacing
22 |8”PCC Pavement 9820 SY
23 |6” PCC Pavement 265 SY
24 |8 PCCP Fillet Section 1646 SF
25 |8"PCC Valley Gutter 862| SF
26 |Concrete Curb & Gutter (B66) 1820 LF
27 |6” Approach Pavement 1895 SF
28 |47 Sidewalk 1037 SF
29 |6” Sidewalk 1128 SF
30 |Aggregate Base Course 11061] SY
31 |Detectable Warning Panel 194 SF
32 |Replace Manhole Frame and Cover 9 EA
33 |Replace Storm Sewer Type S 4' X 6' Frame & Cover 11 EA
34 |Remove and Reinstall Fire Hydrant 1l EA
35 |Rebuild Storm Sewer Inlet Box 2| EA
36 |1/2" Steel Plate 2| EA
37 |Drill Bars Into Existing Pavement 1364] EA
38 |Remove and Salvage Temporary Gravel 1] LS

TABLE OF REPLACEMENT /INSTALLMENT OF CONCRETE SIDEWALK

LOCATION 30TH STREET

2+68.59 TO 2494.88 RT.

104+79.66 TO 10+96.03 LT.
10+90.52 TO 11+01.18 LT.
104+92.34 TO 11+01.38

LOCATION ADKINS DRIVE

3+77.88 TO 3+92.15 LT.
3492.15 TO 3+98.93 LT.
4432 TO 4+45.39 LT.

REPLACE/INSTALL (SF)

4+38.37 TO
4+39.83 TO
4+16.65 TO
6+76.02 TO

6+82.57 TO
6+74.79 TO
6+82.40 TO
7+27.01 TO
7+32.74 TO
7+26.93 TO

4+53.08 LT.
44+43.83 RT.
4+56.95 RT.

6+88.11 LT.

6+93.87 LT.
6+86.89 RT.

6+93.9 RT.

7+38.44 RT.
7+44.95 RT.
7+3B.98 LT.

7+32.9 TO 7+45.03 LT.
9+82.8 TO 9+93.55 LT.
9+89.7 TO 10+00.5 LT.
9+84.64 TO 9+97.04 RT.
9+90.16 TO 10+03 RT.
10+37.5 TO 10+48.33 RT.

10+43.83 TO 104+53.65 RT.
10+32.36 TO 10+44.95 LT.

104+37.43 70 10+51.3 LT.

16+35.28 TO 16+52.46 RT.

TOTAL

105 (6”)

156

69 (6”) (12 SF DWP)(1—-6X2)
64 (6”) (10 SF DWP)(1—-5X2)

94
35 (6”) (8 SF DWP)(1-4X2)
77 (6") (16 SF DWP)(2-4X2)
93
44 (8") (8 SF DWP)(1-4X2)
190
62
85 (6”) (16 SF DWP)(2-4X2)
64

98 (6”) (16 SF DWP)(2—4X2)
85 (6”) (16 SF DWP)(2—4X2)
63

89 (6”) (16 SF DWP)(2—4X2)
64

65
89 (6”) (16 SF DWP)(2—4X2)
62

69 (6”) (16 SF DWP)(2—4X2)
817 (6”) (16 SF DWP)(2—4X2)
5
gs (6") (16 SF DWP)(2—4X2)
7
80 (6") (12 SF DWP)(1—-6X2)

1128 (TOTAL 67)
1037 (TOTAL 4")

2165 194 SF DWP

PROJECT SHEET TOTAL
NO. SHEETS
2026-002 5 57
QUANTITIES
TABLE OF 8" PCC FILLET SECTION REPLACE
ADKINS DRIVE RADIUS REPLACE (SF)
SW COR. ADKINS DR AND MULLIGAN DR 15 133
NW COR. ADKINS DR AND MULLIGAN DR 15’ 133
SE COR. ADKINS DR AND MULLIGAN DR 1’ 88
NE COR. ADKINS DR AND MULLIGAN DR 1’ 89
SW COR. ADKINS DR AND PASQUE CIR 17 105
NW COR. ADKINS DR AND PASQUE CIR 11’ 93
SE COR. ADKINS DR AND PASQUE CT 15 103
NE COR. ADKINS DR AND PASQUE CT 11 97
SW COR. ADKINS DR AND PASQUE CIR 11 97
NW COR. ADKINS DR AND PASQUE CIR 15° 124
SW COR. ADKINS DR AND 30TH STREET 15" 116
NW COR. ADKINS DR AND 30TH STREET 15’ 92
30TH STREET
1455.27 TO 1+69.86 LT ; 100
2+05.22 TO 2+18.64 LT ] 94
3+55.51 TO 3+67.94 LT g 96
4+03.37 TO 4+14.48 LT ; 86
TOTAL 1646 SF
TABLE OF INSTALLMENT OF 6' VALLEY GUTTER
LOCATION ADKINS DRIVE REPLACE/INSTALL (SF)
4+29.5 TO 4+35.5 187
6+96.5 TO 7+24.5 LT. 168
6+96.5 TO 7+24.5 RT. 168
104+03.5 TO 10+31.5 LT. 169
10+04.5 TO 10+33.5 RT. 170
TOTAL 862
TABLE OF INSTALLMENT OF CONCRETE APPROACH PAVEMENT
LOCATION 30TH STREET REPLACE/INSTALL (SF)
1469.86 TO 2+05.22 LT. 427
3+67.94 TO 4+03.37 LT. 421
2+65.5 TO 2+95.5 RT. 160
5+65.86 TO 6+04.06 RT. 193
7+38.96 TO 74+78.89 LT. 134
LOCATION ADKINS DR
8+00.15 TO 8+24.65 LT. 137
8+79.25 TO 9+18.88 LT. 233
13+08.58 TO 13+41.54 LT. 190
TOTAL 1895 W\ Iy,
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PROJECT PHASES

TRAFFIC CONTROL
PHASE 1 Traffic Control, and safety of the traveling public,
shall be the responsibility of the contractor. The
traffic control shown on these sheets represents the
minimum signage required to complete each phase
of the construction. Actual site conditions and the
PHASE 2 contractors method of operations shall dictate
whether additional or fewer signs will be required.

ITEMIZED LIST FOR TRAFFIC CONTROL

SIGN NUMBER|SIGN SIZE DESCRIPTION AMICUINE [SOFT PER SUB TOTAL
REQUIRED| SIGN
R1-1 30" STOP 2 5.2 10.4
R3-1 24" x 24" |NO RIGHT TURN {symbol) 3 4 iz
R3-2 24" x 24" |NO LEFT TURN (symbal) 3 4 12
R4-7c 18" x 30" |{narrow) KEEP RIGHT (symbol) 5 3.8 19
R11-2 48" x 30" |ROAD CLOSED 8 10 80
R11-4 60" x 30" [ROAD CLOSED TO THRU TRAFFIC 4 12.5 50
W4-1(L) | 36" x 36" [REVERSE CURVE (L or R) 2 9 18
W4-1 (R) 36" x 36" |[REVERSE CURVE (Lor R) 1 9 9
W4-2 (R) | 48" x 48" |RIGHT LANE ENDS (symbol) 1 16 16
W3-1 48" x 48" |STOP AHEAD (symbol) 2 16 32
W13-1P 30" x 30" |ADVISORY SPEED 2 6.3 12.6
W20-1 48" x 48" |ROAD WORK AHEAD 11 16 176
W20-4 48" x 48" |ONE LANE ROAD AHEAD 2 16 32
W20-5 48" x 48" |RIGHT LANE CLOSED AHEAD 1 16 16
TOTAL: 495
TYPE 1l BARRICADES 28 EACH
TYPE C Advance Warning Arrow Board | 1EACH

LIST OF OTHER TRAFFIC CONTROLS FOR ROAD CONSTRUCTION
BID ITEM DESCRIPTION QUANTITY RYTLLEIPI
TYPE | & || BARRICADES, CONES, VERTICAL PANELS, o Ty Fes
TRAFFIC CONTROL MISC.| DRUMS, BARRICADE WARNING LIGHTS, DELINEATORS. LUMP SUM * Q&OYESSIO "o..*
WATCHMAN, TUBULAR MARKERS, AND INSTALLATION OF gl
CITY SIGNS. S8
T
SIGNS REQUIRED FOR PEDESTRIAN TRAFFIC 35 i
SIGN NUMBER| SIGN SIZE SIGN DESCRIPTION AMOUNT _REngI _D
P -
R9-9 24" X 12" SIDEWALK CLOSED 145 .*_ \Y‘-z--zg-.-?og:(‘. 3
fe o e <
R9-11 24" X 18" | SIDEWALK CLOSED AHEAD (ARROW L or R) CROSS HERE 12 ":; iy Df\\k_o,a' s
_4-’) LT T “‘s
-f," “\"

7 4
rry g gaanntt




PROJECT SHEET TOTAL

PHASE 2A

NO SHEETS

2026-002

18 52

TRAFFIC CONTROL PHASE 24

Some construction activites will require a lane closure
on the highway. See SDDOT plate number 634.47 for
—— specifics related to signage during these times. Lane
closure should be short term. Estimated number of

drums is 22.

W20-1 (48" x 48")
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e R3-1 (24" x 247) R3-2 (24" x 24")
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. | |
e 7
- 1 I
i PSS S ANNNN ROAD
]
" LSS ANNNN CLOSED

THREE — 8’ TYPE Il BARRICADES

FULL ROADWAY CLOSURE

PEDESTRIAN TRAFFIC CONTROL

TRAFFIC CONTROL DEVICES FOR SIDEWALK
CLOSURES AND PEDESTRIAN DETOURS
SHALL BE PAID FOR UNDER TRAFFIC
CONTROL MISC.

(SDDOT STANDARD PLATE #634.33 MAY BE
USED AS A GUIDE FOR THESE SITUATIONS)

R11—-2 (48”x 30")




