
Acceptable Trees for Boulevards 
Forestry Department 

City of Yankton 

605-668-5231 

 

Medium /Large Trees Comments/ Cultivars Size 
  

  

Hybrid Maple (Acer freemani) Cultivars: ′Sienna Glen′, ′Autumn Blaze’ Height >40′ Width >30′ 

   

 

Norway Maple (Acer platanoides) Cultivars: ′Emerald Lustre′ Height >50′ Width 50′ 

   ‘Columnar’ Height >40′ Width 20′ 

   

    

Sugar Maple (Acer saccharum) Native to NE South Dakota  

Cultivars: ′Green Mountain′, ′Legacy’ Height >40′ Width> 35’ 

   

 

Ohio Buckeye ( Aesculus glabra) Adapted to South Dakota  

 Cultivars:     'Autumn Splendor', 'Homestead' Height 35' Width 30'  

 

 

Northern Catalpa ( Catalpa speciose)   Height>40' Width 30' 

 

 

Common Hackberry (Celtis accidentallis) Native to South Dakota Height 60′ Width 50′ 

 

American Yellowwood ( Cladrastis kentukea)   Height >30' Width 35' 

 

Ginko (Ginko biloba) Cultivars: ′Autumn Gold′, ‘Fastigiata′, ‘Lakeview′, Height 50′ Width 30′ 

 

Thornless Honeylocust (Gleditsia triacanthos ) Cultivars: ′Northern Acclaim′, ‘Shademaster′, ‘Skyline′, ‘Street Keeper′ Height 45′ Width 35′ 

 

Kentucky Coffeetree (Gymnocladus dioicus) Native to South Dakota 

Cultivars:   ′Stately Manor′, ‘Expresso’ Height >50′ Width >35′ 

 

 

 

 

Medium and Large Trees should be planted a minimum of 30’ apart 



Medium /Large Trees  Comments/ Cultivars  Size 

 

 

 

Black Walnut (Juglans nigra) Native to SE South Dakota Height>40' Width 40' 

 

 

Ironwood (Ostrya viginiana) Native to South Dakota Height 30′  Width 25′ 

 

Amur Corktree (Phellodendron amurense) Cultivars: ′His Majesty′ Height 35′ Width 35′  

 

Swamp White Oak (Quercus bicolor) Adapted to Eastern South Dakota Height 45′ Width 45′ 

 

 

Northern Pin Oak (Quercus Ellipsoidalis) Cultivar: 'Majestic Skies' Height >40' Width 35' 

 

Heritage Oak ( Quercus macdanielli) Cross between a Burr and English Oak Height >40' Width 45' 

 

Burr Oak (Quercus macrocarpa) Native to South Dakota 

Cultivars: ‘Urban Pinnacle′ Height 55′ Width 25′ 

 ‘Heritage′ Height 50′ Width 40′ 

 

Northern Red Oak (Quercus rubra) Adapted to SE South Dakota, the fastest growing oak. Height 50′ Width 45′ 

 

American Linden (Tilia americana) Native to South Dakota  

Cultivars: ‘Frontyard′ Height 60′ Width 40′ 

 ‘Boulevard′ Height 50′ Width 25′ 

 ‘Sentry′ Height 45′ Width 35′ 

 ‘Redmond′ Height 35′ Width 25′ 

 

Littleleaf Linden (Tilia cordata) Cultivars: ‘Greenspire′, ‘Shamrock′ Height 40′ Width 30′ 

   

  

Elm Hybrids (Ulmus sp.) Cultivar: ‘New Horizon′,' Triumph′ Height 55′ Width 40′ 

  ‘Patriot′ Height 50′ Width 40′ 

  ‘Frontier’ Height 40′ Width 30′ 

 

 

 

Medium and Large Trees should be planted a minimum of 30’ apart 

 

 

 



Small Trees Comments /Cultivars Size 

 

Amur Maple Flame (Acer ginnala) single trunk for small spaces or under power lines Height 20′ Width 20′ 

 

Serviceberry (Amelanchier sp.) single trunk  Cultivar:  ′Autumn Brilliance′ Height 25′ Width 20′ 

 

Hawthorn (Crategus sp.)  Cultivars: ′Thornless Cockspur′ Height 20′ Width 20′ 

    

Summertime Amur Maackia (Maackia amurenisi) for small spaces or under power lines Height 20′ Width 15′ 

 

Adams Crabapple (Malus sp.) for small spaces or under power lines  Height 25′ Width 20′ 

 

Adirondack Crabapple (Malus sp.) for small spaces or under power lines Height 15′ Width 12′ 

 

Royal Rain Drops Crabapple (Malus sp.) for small spaces or under power lines Height 20′ Width 15′ 

 

Sugar Tyme Crabapple (Malus sp.)  for small spaces or under power lines Height 18′  Width 15′ 

 

Small Trees should be planted a minimum of 20’ apart 

 

For a boulevard planting permit or questions, contact:     Lisa Kortan - Urban Forester 

PO Box 176 

Yankton, SD 57078 

Updated January 2025         605- 661-0146 

 

 

Species must come from the approved boulevard tree list or be approved by the Urban Forester. 

Boulevard tree planting permits available by calling Urban Forestry at 605-661-0146. 

No street trees, except small trees, may be planted under or within ten (10) feet of overhead utility wires. No trees shall be planted over or with fine 

(5) feet of any underground water, sewer or other service lines.  

Medium and Large Trees should be planted a minimum of 30 feet apart. 

Small Trees should be planted a minimum of 20 feet apart. 

All trees should be spaced a minimum of 10 feet from fire hydrants 

No vegetation growing taller than 3 feet should be planted 30 feet from street intersections to ensure driver and pedestrian visibility. 

Call 811 or visit https://www.sdonecall.com/ at least two-business days prior to digging to allow providers to mark buried utilities. 


